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Kerol, a product par excellence, has completely revolutionised the lighting
industry. With market mantras that consumers are the king, Kerol has
raised the bar in lighting arena. The brand has been making inroads into
every household in the country, with its quality and trendy products. Kerol
is different. lts USP is, let the consumers be the leader. Kerol is class apart
for its slew of aesthetically designed and robust products. Kerol products
driving people crazy.

Buying Kerol electric Products will be value for money. The product is

energy efficient and has been manufactured, keeping in mind, Indian
buyers' requirement and their needs. Kerol item doesn't pinch pocket.

The company maintains high level of standardization norms and is
consistent with its product manufacturing. A huge network of Kerol's
technical, marketing and sales team members, with their all India
footprints, has been engaged in scripting the company's success story.

Kerol workers are highly qualified and their finance, sales and technical
know-how giving sleepless night to rivals.
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. Specification
I ﬁl Parameter 1 Value
l '«‘:rf‘ Available Wattages . 0.5W
- ! o Colour Temperature . Red, Green, Blue, Yellow, White
Input Voltage : AC80-300V
30000HOURS  # X3 @ Base . B22

HEALTHCARE

Input Voltage 100V - 300V SERVICELIFE ~ ENERGY SAVING HIGH BRIGHTNESS:

LED Bulb (180° AL)

Specification JIIL
Parameter : Value T
Available Wattages . 3W 5W 7W 9W 12W 15W : {
Colour Temperature : 6500K, 3000K ﬂ
Lumens / Watt ;. >100 INDUSTRIAL
Power Factor & Surge Protection : PF >0.90 and 2.5KV surge o
Input Voltage . AC80-300V '
Base . B22, E27 TR
Color Rendering Index (CRI) . >75

Py

HEALTHCARE

Total Harmonic Distortion (THD) : <20%
Ingress Protection (IP) . IP20

D
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SERVICE LIFE
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Input Voltage 100V - 300V ENERGY SAVING HIGH BRIGHTNESS
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Specification

Parameter

Value

Available Wattages

3W 5W 7W 9W 12W 15W 18W

Colour Temperature

6500K, 3000K

Lumens / Watt >100

Power Factor & Surge Protection PF >0.90 and 2.5KV surge
Input Voltage AC 80 -300V

Base B22, E27

Color Rendering Index (CRI) >75

Total Harmonic Distortion (THD) <20%

Ingress Protection (IP) IP20

Specification

Parameter Value

Available Wattages 26W 36W 45W
Colour Temperature 6500K, 3000K
Lumens / Watt >95

Power Factor & Surge Protection PF >0.90 and 2.5KV surge
Input Voltage AC 100 - 300V
Base B22, E27

Color Rendering Index (CRI) >75

Total Harmonic Distortion (THD) <20%

Ingress Protection (IP) P20
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KEROL

20000

GY SAVING HIGH BRIGHTNESS

Specification

Design : Round

Available Wattages D 2W

Colour Temperature . 6500K, 2700K, 4000K, RED, BLUE, GREEN
Lumens / Watt . >100

Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC100-300V

Base . Recessed

Color Rendering Index (CRI) . >75

Total Harmonic Distortion (THD) : <20%

Ingress Protection (IP) . IP20

1 T

10W T-Lamp

Specification

Parameter Value

Available Wattages 2W

Colour Temperature 6500K, 3000K
Lumens / Watt >100

Power Factor & Surge Protection PF >0.90 and 2.5KV surge
Input Voltage AC 80 -300V
Base B22, E27
Color Rendering Index (CRI) >75

Total Harmonic Distortion (THD) <20%

Ingress Protection (IP) IP20
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B ‘ﬁ e LED Tube Light T5 Batten
IT/ITES age .
Specification
I'l Parameter Value
COMMERCIAL Available Wattages 5W  10W  20W
Colour RED, BLUE, GREEN
M Colour Temperature 6500K, 4000K , 3000K
INDUSTRIAL Lumens / Watt 21 00
Power Factor & Surge Protection PF >0.90 and 2.5KV surge
= Input Voltage AC 100 - 300 V
A4y Base Surface with Center Wire
Color Rendering Index (CRI) >75
'@‘ 30000HOURS ~ # ‘0" Total Harmonic Distortion (THD) <20%
S Input Voltage 100V -300V  SERVICELIFE ~ ENERGY SAVING HIGH BRIGHTNESS Ingress Protection (|P) P40
04 - e
\ ; ™
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Specification
Parameter Value
Available Wattages 5W  10W  20W
Colour Temperature 6500K, 4000K , 3000K
Lumens / Watt >100
Power Factor & Surge Protection PF >0.90 and 2.5KV surge
Input Voltage AC 100 - 300V
Base Surface with Center Wire &
Color Rendering Index (CRI) >75
Total Harmonic Distortion (THD) <20% '@‘ 30000HOURS  # ‘®-
Ingress Protection (|P) P40 SV Input Voltage 100V-300V  SERVICELIFE  ENERGY SAVING HIGH BRIGHTNESS
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LED Slim Panel-AL

,“54

HOSPITALITY

HEALTHCARE

Specification

Design : Round/Square

Available Wattages 3W 6W 12W 18W 24W
Colour Temperature . 6500K, 4000K, 3000K
Sizes (mm) (area x thickness) : 121x29  171x29 226x29
Cut-out size (mm) . 105 155 210
Lumens / Watt : >85

Power Factor & Surge Protection :

PF >0.95 and 2.5KV surge

Input Voltage : AC100- 300V
Dispersion angle : 160°

Color Rendering Index (CRI) . >75

Total Harmonic Distortion (THD) : <20%

Specification

Parameter : Value

Available Wattages - 10W 20w 30W
Colour Temperature : 6500K, 3000K

Lumens / Watt : >100

Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC100-300V

Base . Surface

Color Rendering Index (CRI) . >75

Total Harmonic Distortion (THD) : <20%
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(PC Body Driver)
Omega Surface Panel (Round/Square)
Specification
Parameter : Value
Available Wattages o 12W 15W 24w
Colour Temperature : 6500K, 4000K, 3000K

Sizes (mm) (area x thickness)

: 180x180x55, 120x120x43, 120x55

Lumens / Watt

: >85

Power Factor & Surge Protection :

PF >0.95 and 2.5KV surge

Input Voltage : AC100-300V
Base . Recessed
Color Rendering Index (CRI) : >75

=

Lad
i

Specification
Design : Round/Square
Available Wattages . BW 12W 18W 24W
Colour Temperature : 6500K, 4000K, 3000K
Sizes (mm) (area x thickness) : 120x29 172x29 226x29
Lumens / Watt . >85
Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC100-300V
Dispersion angle : 160°
Color Rendering Index (CRI) . >75
Total Harmonic Distortion (THD) : <20%
™
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Input Voltage 100V - 300V SERVICE LIFE
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ENERGY SAVING HIGH BRIGHTNESS
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Coral Recess Downlighter (Round/Square)-AL

(Backlit)

Specification

Parameter : Round/Square
Available Wattages ©6W  12W 20w
Colour Temperature . 6500K, 4000K, 3000K

Sizes (mm) (area x thickness)

: 107x27, 164x30, 180x30 (Round)

Cut-out

: 85mm, 133mm, 150mm (Round)

Sizes (mm) (area x thickness)

: 98x98x25, 145x145x27, 180x180x30 (Square)

Cut-out

: T4x74, 112x112, 150x150 (Square)

Lumens / Watt . >85

Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC100- 300V

Base . Recessed

Color Rendering Index (CRI) : >75
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: Wil ,
with Integrated D#iver)/’
Cruise Panel Light (Recess/Surface)
Specification
Parameter : Value
Available Wattages . 15W
Colour Temperature : 6500K, 4000K, 3000K
Sizes (mm) (area x thickness)  : 188x188x29 154x154x21
Cut-Out : 158mm
Lumens / Watt : >85
Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage . AC100-300V
Base . Recessed
Color Rendering Index (CRI) . >75
<
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(1x1, 2x2 & 1x4)

gelit (Recessed/Surface)

Specification

Parameter : Value

Available Wattages »Ix1(24W)  2x2(36W & 48W)  1x4(48W)
Colour Temperature : 6500K, 4000K, 3000K

Size (mm) (Area x thickness)

. 275x275 575x675 275x1175

Lumens / Watt

. >85

Power Factor & Surge Protection :

PF >0.95 and 2.5KV surge

Specification

Design : Round

Available Wattages D TW

Colour Temperature . 6500K, 2700K, 4000K, RED, BLUE, GREEN
Lumens / Watt . >100

Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC100-300V

Base . Recessed

Color Rendering Index (CRI) . >75

Total Harmonic Distortion (THD) : <20%

Ingress Protection (IP) . IP20

Input Voltage : AC100-300V
Base . Recessed/Surface
Color Rendering Index (CRI) : >75
Total Harmonic Distortion (THD) : <20%
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LED Esteem Surface Panel

Specification

Design : Round/Square

Available Wattages . 15W

Colour Temperature : 6500K, 2700K, 4000K
Dimension : 154x154x21mm, 188x188x29mm
Cut-Out : 158mm Dia Sq.

Lumens / Watt : >100

Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC100-300V

Base . Recessed

Color Rendering Index (CRI) : >80

Total Harmonic Distortion (THD) : <20%

Ingress Protection (IP) P20

(e

LED Mushroom Conseal Down Light
(PC Body with Integrated Driver)

Specification
Design : Round
Available Wattages CTW
Colour Temperature . 6500K, 2700K, 4000K, RED, BLUE, GREEN
Lumens / Watt : >100
Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage . AC100- 300V
Base . Recessed
Color Rendering Index (CRI) © >75
Total Harmonic Distortion (THD) : <20%
Ingress Protection (IP) . P40
%
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Specification

30000 HOURS ~ # -®-
Input Voltage 100V -300V  SERVICELIFE ~ ENERGY SAVING HIGH BRIGHTNESS

LED Slim Flood Light

Specification

Parameter : Value

Available Wattages : 30W 50W 100W 120W 150W 200W
Colour Temperature : 6500K, 3000K
Dispersion angle :>120°

Lumens / Watt : >100

Power Factor & Surge Protection : PF >0.95 and 5KV surge
Input Voltage : AC100-300V

IP Rate . IP66/IP65

Color Rendering Index (CRI) : >80

Total Harmonic Distortion (THD) : <10%

Parameter

: Value

Available Wattages

. 20W 25W 30W 40W 50W 60W 80W 100W
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120W 160W
Colour Temperature : 6500K, 4000K, 3000K
Dispersion angle - >120°
Lumens / Watt - >100
Power Factor & Surge Protection : PF >0.95 and 5KV surge
Input Voltage : AC100-300V
Base . Pole Mount
IP Rate . IP66/IP65
Color Rendering Index (CRI) : >80
Total Harmonic Distortion (THD) : <10%

30000 HOURS ~ # -®-

Input Voltage 100V - 300V SERVICE LIFE

&2

HEALTHCARE
ENERGY SAVING HIGH BRIGHTNESS
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LED Button Light (Round/Square)

Specification

Design : Round

Available Wattages : 2W

Colour Temperature : 6500K, 2700K, 4000K

Sizes (mm) (area x thickness)

: 30mm, 30x30mm

Cut-Out

. 25mm, 25x25mm

Lumens / Watt : >100

Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC100-300V

Base . Recessed

Color Rendering Index (CRI) . >75

Total Harmonic Distortion (THD) : <20%

Ingress Protection (IP) . 1P20
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LED Glaze Light
Specification
Design : Round
Available Wattages : 3W
Colour Temperature : 6500K, 2700K, 4000K
Dimension : 7TIX71x26mm
Cut-Out : 30mm Dia
Lumens / Watt . >100
Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC 100 - 300V
Base . Recessed
Color Rendering Index (CRI) : >80
Total Harmonic Distortion (THD) : <20%
Ingress Protection (IP) . 1P20
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Umberala COB Down Light

Specification

Parameter : Value

Available Wattages 20w 30W
Lumen Output 2000Im, 3000Im
Dimension . 190x80mm
Cut-Out : 160mm

Color Rendering Index (CRI) : >80

'J':_-'_.;.L
COBD

Specification
Parameter : Value
Available Wattages :30W 40w
Colour Temperature . 6500K, 4000K, 3000K
Lumens / Watt : >100
Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC 100 - 300V
Base . Recessed
Color Rendering Index (CRI) : >75
Total Harmonic Distortion (THD) : <20%
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LED COB Spot Light Flexible

Specification

Design Round/Square

Available Wattages 5W 10W 15W 30W
Colour Temperature 6500K, 4000K, 3000K
Power Factor & Surge Protection PF >0.55 and 2.5KV surge
Input Voltage AC 100 - 300V

Base Recessed

Color Rendering Index (CRI) >75

Total Harmonic Distortion (THD) <20%

LED MR-16 Spot Lamp
Specification
Parameter Value
Available Wattages 3W S5W W 9w
Colour Temperature 6500K, 2700K
Lumens / Watt >100
Power Factor & Surge Protection PF >0.55 and 2.0KV surge
Input Voltage AC 100 - 300V
Base (5.3 (3W/5W) GU10 (5W/7W/9W)

Color Rendering Index (CRI)

>75
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£ Specification
B Design : Round
1 | Available Wattages © W 12W 15W
' ﬂ Colour Temperature . 6500K, 2700K, 4000K
s Lumens / Watt : >100
Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
[ 4 Input Voltage : AC100- 300V
i Base : Wall Mounted
Color Rendering Index (CRI) . >75
30000 HOURS / . @ Total Harmonic Distortion (THD) : <20%
Input Voltage 100V-300V  SERVICELIFE ~ ENERGY SAVING HIGH BRIGHTNESS S Ingress Protection (IP) . 1P20

™

2

YEAR
WARRANTY
KEROL
==
«

Specification
Design : Round
Available Wattages : 2W 3W
Colour Temperature : 6500K, 2700K, 4000K
Dimension . 85x85mm, 94x94mm
Cut-Out : 65x65mm, 68x60mm
Lumens / Watt : >100
Power Factor & Surge Protection : PF >0.95 and 2.5KV surge ]
Input Voltage : AC 100 - 300V &
Base : Wall Mounted S
Color Rendering Index (CRI) . >75
Total Harmonic Distortion (THD) : <20% 30000 HOURS f . el
Ingress Protection (IP) . 1P20 Input Voltage 100V-300V  SERVICELIFE ~ ENERGY SAVING HIGH BRIGHTNESS
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Elegent Wall Light (Up & Down)

Specification

Design : Round

Available Wattages : BWx 2

Colour Temperature . 6500K, 2700K, 4000K
Lumens / Watt : >100

Power Factor & Surge Protection : PF >0.95 and 2.5KV surge
Input Voltage : AC100- 300V

Base . Wall Mounted

Color Rendering Index (CRI) . >75

Total Harmonic Distortion (THD) : <20%

Ingress Protection (IP)

YOU DREAM. WE DEL IVER.
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LED Magna Hi-Bay nght

Specification

Parameter : Value
Available Wattages . 100W  150W
Colour Temperature : 6500K, 3000K
Dispersion angle : >120°

Lumens / Watt : >100

Power Factor & Surge Protection : PF >0.95 and 5KV surge
Input Voltage . AC100-300V
Base . Hanging

IP Rate . IP66/IP65
Color Rendering Index (CRI) : >80

Total Harmonic Distortion (THD) : <10%
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LED Strip Light
Specification
Parameter : Value
Available Wattages . 24W
Colour Temperature : 6500K, 3000K, 4000K, Blue, Green, Red
RGB
Lumens / Watt :>20
Input Voltage . AC12V, 5 AmP
Roll Size . 5 Meter
IP Rate . IP20/IP65

30000 HOURS ~ # -o- @

HEALTHCARE
Input Voltage 100V - 300V SERVICELIFE ~ ENERGY SAVING HIGH BRIGHTNESS
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KEROL ELECTRIC PVT. LTD.

Manufacturer & Exporters of Electrical Goods
www.kerolelectric.in

Corporate Head Office:

A-11A, SECTOR - 58, NOIDA - 201301, UTTAR PRADESH, INDIA
TEL: 0120-4202816
E-mail : info@kerol.in / sales@kerol.in




KEROL
KEROL ELECTRIC PVT. LTD.

Manufacturer & Exporters of Electrical Goods
www.kerolelectric.in

Authorised Dealer/Distributor/Stockist

Corporate Head Office:

A-11A, SECTOR - 58, NOIDA - 201301,
UTTAR PRADESH, INDIA

TR
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